CONFERENCES IN MATERIALS SCIENCE

IX International Conference
of Polish Society for Crystal Growth
ICPSCG-9
New techniques, properties and applications

5\textsuperscript{th} International Conference
on Physics of Disordered Systems
PDS10

23–27.05.2010, Gdansk Sobieszewo, Poland

ABSTRACT BOOK
Silicon Carbide Nanowires: Synthesis and Applications

M. Soszyński¹, A. Huczko¹, G. Wijts², A. Vinante², A. Usenko², T. H. Oosterkamp², V. P. Poornima³, S. Thomas³, S. Cudzilo⁴

¹Department of Chemistry, Warsaw University
Warsaw, Poland

²Department of Physics, Leiden University
Leiden, The Netherlands

³School of Chemical Sciences, Mahatma Gandhi University
Kottayam, Kerala, India

⁴Institute of Chemistry, Military University of Technology
Warsaw, Poland

SiC nanowires produced by the self-propagating high-temperature synthesis (SHS) were isolated and used as the nanomass-sensing probe and reinforcing agent in nanocomposites. A single SiC nanowire was attached onto a support inside an electron microscope. It was possible to drive the SiC wire resonator, while imaging it and measuring the amplitude response. Thus, the resonance frequency and damping of the resonator could be measured. Research is currently underway whether this damping can be further reduced by thermal treatment. The SiC nanowires were also effectively used for epoxy resin/SiC and hybrid epoxy resin/liquid rubber (CTBN)/SiC nanocomposites. The effect of introduction of 1-D SiC on the morphology and properties of anhydride cured epoxy resin and epoxy/CTBN systems was investigated. SiC nanowires produced by the self-propagating high-temperature synthesis (SHS) were isolated and used as the nanomass-sensing probe and reinforcing agent in nanocomposites. A single SiC nanowire was attached onto a support inside an electron microscope. It was possible to drive the SiC wire resonator, while imaging it and measuring the amplitude response. Thus, the resonance frequency and damping of the resonator could be measured. Research is currently underway whether this damping can be further reduced by thermal treatment. The SiC nanowires were also effectively used for epoxy resin/SiC and hybrid epoxy resin/liquid rubber (CTBN)/SiC nanocomposites. The effect of introduction of 1-D SiC on the morphology and properties of anhydride cured epoxy resin and epoxy/CTBN systems was investigated. SiC nanowires produced by the self-propagating high-temperature synthesis (SHS) were isolated and used as the nanomass-sensing probe and reinforcing agent in nanocomposites. A single SiC nanowire was attached onto a support inside an electron microscope. It was possible to drive the SiC wire resonator, while imaging it and measuring the amplitude response. Thus, the resonance frequency and damping of the resonator could be measured. Research is currently underway whether this damping can be further reduced by thermal treatment. The SiC nanowires were also effectively used for epoxy resin/SiC and hybrid epoxy resin/liquid rubber (CTBN)/SiC nanocomposites. The effect of introduction of 1-D SiC on the morphology and properties of anhydride cured epoxy resin and epoxy/CTBN systems was investigated.
nanowires were effectively dispersed in epoxy resin and epoxy resin/CTBN using both a high shear mixer and a tip sonicator. The nanocomposite morphologies were examined using SEM. Both the flexural modulus and the strength increased significantly with an addition of even a small amount of SiC nanofiber in epoxy resin systems.

Acknowledgements
This research was partly financed by the European Regional Development Fund within the framework of the Operational Programme Innovative Economy 2007-2013 (No. UDA-POIG.01.03.01-14-071/08-00).